
• Long range (up to 50 m indoor, up to 300 
m outdoor)

• Secure connection

• Clear image in the dark

• 2-Way communication

• Sound level lights

• Expandable up to 4 cameras (DVM-275C)

• Excellent image and sound quality

• Rechargeable parent unit

• Operating time up to 6 hours (on fully 
charged battery)

• Remote controlled camera (pan/tilt)

• Display size 5" / 12,7 cm

• Temperature display with alert (baby 
room)

• 4 Lullabies and/or natural sounds

• Adjustable sensitivity (VOX)

• Display language: NL / FR / DE / GB

• Dimensions baby unit (h x w x d) 130 x ø75 
mm

• Dimensions parent unit (h x w x d) 163 x 
95 x 15 mm

• Baby unit is adapter powered (included)

• Parent unit is adapter powered (included) 
and battery powered (included)

Video baby monitor with 5" colour display, white

DVM-275

DVM-275



DVM-275

Features
Number of power supplies 2

Video baby monitor Yes

Low battery warning Yes

Battery level indicator Yes

Power supply

Range indoor up to 50 meter

Range outdoor up to 300 meter

Controlled camera

Motion detection No

Out of range warning Yes

Technology Frequency 2.4Ghz FHSS Digital

Display Yes

Backlit display Na

ECO mode No

Extra accessories none

Warranty 24 months guarantee

Sound level indication Yes

Colour white

Colour display Yes

Charger cradle included No

Night light No

Clear image in the dark Yes

Mains supply 100-240V 50/60Hz

Rechargeable Parent unit

Starry sky projector No

Push nofitications No

Resolution (h x w pixels) 480 x 272p

Auto rotating camera images Yes

Display size 5.0" / 12,7 cm

Lullabies and sounds 4

Split screen camera images No

Temperature indication baby room

2-Way communication Yes

Touch buttons No

Touchscreen No

Vibration No

Expandable Yes, up to 4

Feeding timer Yes

Volume adjustable Yes

Adjustable sensitivity (VOX) Yes

Logistics
Brand Alecto

Category Babyfoons met camera

Per unit Per export carton

EAN-Code 8712412583690 8712412583706

Number of pieces - nnb

Dimensons (h x w x d) in cm n/a n/a

Gross weight (in kg) n/a n/a
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