
8,5” inner tube tyresOnly 14kg of weight, easy to carry Easy to fold with lock-in hook

Two brake controls and high-performance bell  

Product SKU: AP-MO-220009
EAN code: 8056711539829Technical specifications

steel and aluminium

L1: <= 6km/h | L2: <= 15km/h | L3: <= 20km/h  | L4: <= 25km/h(max speed)

21%

electronic front and rear disc brake, two brake controls, KERS

300W

8.5” with front and rear inner tube

brushless

100kg

-5°C / 45°C

IPX5

around 4 hours

300W Brushless, Peak Power 450W

electronic front brake

Integrated LED display

36V, 6.0Ah, 216Wh 

front and rear LED lights, integrated turn signals

Charger EU Standard DC 2.1 Charger 42V 1.5A

1120 x 445 x 1155mm

1120 x 445 x 500mm

1140 x 160 x 515mm

Basic Info Electric System

Dimensions and Weight
consult the laws and regulations currently in force in your country

up to 20km 

*Maximum allowed speeds vary according to local regulations. When riding, always follow the relevant traffic code.
**Data may vary according to rider's weight, battery charge/usage level and road conditions.
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Aprilia® Official Product 

31V +/- 0.5V

16A

URBAN LIGHTWEIGHT
The way you move Turn signals


